•‘Slide-on or carriage mounted models 
^ provide a “sure-grip” for most sizes 
and types of drums. 


Whatever your needs, Liftomatic 
■PTA attachments can handle them 
better. Clamping mechanisms can 
be adjusted to handle everything 
from steel drums in a horizontal pos¬ 
ition to the tallest of fibre drums. 
Jaws operate perfectly on tight 
lids, removable lids, steel, fibre, 
disposable metal, or plastic drums. 
Liftomatic PTA attachments are 
mechanical and they're automatic. 
No hydraulics or power systems 
are required. And one worker can 
Install them with ease In seconds. 



♦ Carriage mounled unffs ore 
ovaltaDle for vM3rklr>g wHWn tigtit 
aisles or with exterKted mount¬ 
ings that fcidmate pyriomldlng. 
stocking orpalletamg. 




There's a liftomatic 
alfachmant designed to 
handle most drums on 
the market. 



1-CM-PTA 



♦ Positive jaw oclioo Insures safe. Ironsporting Optional belt cradle for PTA units provides extra 

without damage to bead or drum chime. protecfion for fragile of finely printed drums. 

Also ovdildble In kit form. 
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Source: https://www.industrydocuments.ucsf.edu/docs/ffnxOOOO 
















■ Safe, reliable attachments in a wide range 
of options and models make Liftomatic the 
only choice for your drum handling needs. 


Liftomatic has the capability to help 
solve your drum handling problems 
with the widest assortment of mechani¬ 
cal lift truck attachments in the industry. 

For the solution to your drum 
handling problems contact your local 
Liftomatic distributor. He'll help you 
plan a bettec safer, more economical 
way to handle your drums. 

Should you require a custom 
designed unit for your particular appli¬ 
cation. Liftomatic engineers will work 
with you through your local distributor 
to come up with a solution. Our 40 
years experience and leadership In the 
Industry speaks for Itself. Our reput^on 
for quality and reliabiiity. and the life 
cycle of our products has virtually kept 
us out of the reptacement parts busi¬ 
ness, and we're proud of ft. 

To find the Liftomatic drum handling 
attachment that's right tor your appli¬ 
cation, consult the handy selection 
chart below. Then contact your local 
distributor or Liftomatic for complete 
Information and pricing. 






-.DIMENSIONS'. 

■DRUMS;- 

HANDLED' 

DES.CRiPTl0N.^^«^fe;^l3iV '- 

I^M-PTA 

2,000 

75 

37X10X14 

1 

Single head carriage mounled unit. 

1-EX-CM-PTA 

2.000 

125 

37X28X14 

1 

Single head extended carriage mount. 

i-CM-PTA-UE 

2,000 

100 

37X26X26 

1 

Single head carriage mount with uparrder cradle. 

1-m-pwsoM 

. 2,000 

140 

37X38X30 

1 

Single head, permanent weld sllde-on mount. 

1-PTA-ADJ-SOM 

2,000 

210 

37X38X30 

1 

Single heod, odiustoble sllde-on nxHmt. 

2-PTA-ADJ-SOM 

4,000 

285 

37 X 38 X 30 

1.2 

Diioi head, adjustable sllde<5n mounts. 

3-PIA-ADJ^M 

6,000 

360 

37X38X30 

1.2,3 

Triple heod. v4de carriage adjustable slkJe-on mounts. 

1-CM-DCM-aC 

2,000 

115 

37X16X30 

1 

Single heod. double clamp carriage mount with belt cradle. 

1T>CM4&{>WSOM 

2,000 

180 

37 X 44 X 30 

1 

Single heod, double cHomp, pemranent weld sllde-on mount 
with belt cradle. 

1-OCM4CADJ-SOM 

2,000 

250 

37X44X30 

"1 

Single head, double clomp, odjustoble sllde-on mount, with 
belt cradle. 

2-OCM-BC-ADJ-SOM 

4.000 

370 

37 X44 X 30 

1,2 

Dual head, double damp, odjustoble slidean mount v41h belt 
cradle. 


Ifonienclafure: 


P1A ftMBflfudcAikichment 

CM Coniage Mount—ottocheslo HA Class nRft (ruck 

caRlo^. (1,2. or 3 CM-P1Ws cxm be to hondle 
1,2. or 3 drums at one time.) 

EX-CM Extended Carriage Mount—extends 18" (rom carriage 
to ollow pollelizing of drums. 

OE Up-ender Cradle—allows raising drums from horizontal 

to vertical position, and then transporting. 

PWSOM Permarrent Weld Sllde-or> Mount—nxiy only be used 
fork mounted. 

ADJSOM Adjustable Slide-on Mount—accepts 1,2, or 3 CM-PTAS 
Of 1, or 2 CM-DCM-BCs. Normally us^ fork mounted, 
but can be used as carriage mount. 


;0CM Double CtamptnoMechartlsm—pkAst^ieadi drum at two 
places on chime or bead. EKmictotes single stress. 

BC Belt Cradle—provides cushfoned support for skJewatl Of 
drum. Prevents scrrslchlng ond marking. Con be ordered 
on any PTA/DCM model. 

Options: 

SRJ Spark Resistant Jaws—used in ted labeled areas. Musi be 
used wilh belt cradle. Avattoble on any PTA/DCM model. 

SF Stub Forks-oltoch to any PWSOM or ADJ-SOM tor handling 

empty pallets. 

’BC Belt Cradle Kil—for adaptation to existing PTA/DCM 
altachmenls. 


Olstrlbuled by; 


LIFTOMATIC MATERIAL HANDLING, INC. 

2224 Cleveland Street, Evanston, Illinois 60202 
312/328-6530 312/273-2126 



TOWSSa (>rlnt«I!nU.SA 

”;2<}3li76750- 


Source: https://www.industrydocuments.ucsf.edu/docs/ffnxOOOO 







•Pick up and release even damaged 
drums with incredible ease. 


For any application, Liftomatic 
has the answer to your drum 
handiing problems. Our model 
DCM double clamping mecha¬ 
nism is recommended where 
special problems exist because 
of overloaded fibre drums, light 
gouge (24-28) disposable steel 
drums, plastic and all standard 
steel drums. Anywhere the bead 
or chime will not handle the strain 
of being engaged at one point 
>.. disposable metal drums, 
badly battered drums weighing 
over 1.000 tbs., or fibre drums 
handling liquids and weighing 
over 600 lbs; 

♦ Uftomcrtic dtum handling attachments 
moke stacking easy v^lhout the use of 
costly pallets. 
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